OLDHAM COUNTY INTERSTATE CLOSURE
ALTERNATE ROUTES

When it is anticipated that Interstate 71 will be closed for a minimum of two (2)
hours, the following information regarding alternate routes will be released to the
news media, depending on which exit is affected:

1-71 Southbound at Oldham / Henry County Line

Kentucky State Police will be responsible for closing I-71 at the 28 mm exit routing traffic off to KY
153. Traffic will then be routed north to US 42. From the intersection of US 42 and KY 153 traffic
will be routed west on US 42 to 1-265, south on 1-265 to I-71.

1-71 Northbound at Oldham/ Jefferson County Line

Louisville Metro Police will be responsible for closing I-71 at the Gene Snyder Freeway.
Northbound traffic would be diverted from I-71 to northbound [-265 to US 42. Once at US 42,
traffic would be routed eastbound along US 42 to KY 153 in Sligo. From that intersection traffic
would be routed south on KY 153 to I-71.

1-71 Northbound at the 14 Exit

The primary traffic flow shall be from I-71 south along HWY 329 to HWY 329 Bypass to HWY
146, and then east on HWY 146 to the 17-entrance ramp. If the circumstances allow, traffic may
be returned to Northbound I-71 at the 17-entrance ramp. If circumstances do not allow, traffic
shall be routed eastward along KY 146, through LaGrange to KY 153 and then back onto the
interstate. .

1-71 Southbound at the 14 Exit

The primary traffic flow shall be from I-71 south along HWY 329 to HWY 329 Bypass to HWY
146. Traffic shall be continued across HWY 146 to HWY 22. Traffic shall then be routed west on
HWY 22 to HWY 146 continuing west to I-265 in Jefferson County.

1-71 northbound at the 17 Exit

The primary traffic flow shall be from I-71 eastward along HWY 146 through LaGrange to HWY
153.

1-71 Southbound at the 17 Exit

The primary traffic flow shall be westbound on HWY 146 from 171 to HWY 329 Bypass. The traffic
then shall be directed north along the Bypass to I-71 at the 14-entrance ramp.



1-71 Northbound at the 18 Exit

The primary traffic flow shall be northward on HWY 393 from 171 to Commerce Parkway. Traffic
shall then be directed eastward on Commerce Parkway to Parker Dr. Traffic shall then be
directed along Parker Dr. to 15t Ave. (HWY 53). Traffic shall then be directed south on 1st Ave to I-
71.

1-71 Southbound at the 18 Exit

The primary traffic pattern shall be north on HWY 393 from I-71 to HWY 146. Traffic shall then be
directed westward on HWY 146 to I-71 at the 17-entrance ramp.

1-71 Northbound at the 22 Exit

The primary traffic pattern shall be north along 1st Ave. (HWY 53) from I-71 to HWY 146.
Passenger car traffic may be directed eastward on Jefferson St. (HWY 146), truck traffic shall be
directed northward on 15t Ave. (HWY 146) to HWY 42. Traffic shall then be directed eastward on
HWY 42 to HWY 153. Traffic shall then be directed south on HWY 153 to I-71.

1-71 Southbound at the 22 Exit

The primary traffic pattern shall be north on 15t Ave. (HWY 53) to Parker Dr. Traffic shall then be
directed westward on Parker Dr. to Commerce Parkway. Traffic shall then be directed westward
on Commerce Parkway to HWY 393. Traffic shall then be directed south on HWY 393 to I-71 at
the 18-entrance ramp.





















The primary traffic flow shall be from I-71 south along HWY 329 to HWY 329 Bypass to HWY
146. Traffic shall be continued across HWY 146 to HWY 22. Traffic shall then be routed west on
HWY 22 to HWY 146 continuing west to 1-265 in Jefferson County. The police supervisor has the
option of splitting traffic sending some west on HWY 146 and then down HWY 22 to I-265. This
option will be a command decision made by the police supervisor on scene. If that option is
employed, additional traffic control would be needed at HWY 22 & HWY 146 and HWY 22 & HWY
329 to facilitate westward traffic flow.

Officer/Traffic Control Placement

1. 2 officers on I-71 to divert traffic. One or both officer should be
equipped with a traffic arrow in the emergency equipment.

2. 1 officer on HWY 329 at the base of the exit ramp to direct traffic
south on HWY 329 and prevent northbound access from HWY
329 to the interstate.

3. 1 officer at HWY 146 & HWY 329 Bypass to direct traffic towards
HWY 22.

4. 1 officer at HWY 22 and HWY 329 Bypass to direct traffic
westbound on HWY 22.

5. 1 officer at HWY 329 & HWY 329 Bypass to restrict HWY 329 to
local traffic only.

6. 1 officer at HWY 22 & HWY 146 to assist traffic flow westbound
on HWY 146.

7. 1 officer at HWY 146 & HWY 329 (Railroad Ave.) with the traffic
light on flash to assist traffic west on HWY 146 and prevent any
truck traffic from attempting the high crossing in Crestwood.

8. Officers at LaGrange Rd. & I-265 as determined by the Jefferson
County Commander.

Signage needed

Programmable sign on interstate to assist officers.

Static sign at the base of the ramp to assist the officer directing
traffic.

Static sign at HWY 329 to direct traffic south on HWY 329
Bypass.

Static sign's) at HWY 146 to assist traffic south to HWY 22.
Static sign's) on HWY 22 to assist traffic westward toward 1-265
Static sign at HWY 22 & HWY 146 to assist traffic toward 1-265.
Static sign at HWY 146 & HWY 329 (Railroad Ave.) to assist
traffic toward 1-265.
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Reallocation Considerations

If the closure is part of a long-term closure, officers may be released and reassigned to other
tasks once traffic has been cleared from the interstate. KY DOT personnel may relieve officers at
the HWY 329 & 171.

Map of Traffic Flow and Control Points
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Closing 171 northbound at the

Primary Traffic Flow
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17 exit




The primary traffic flow shall be from I-71 eastward along HWY 146 through LaGrange to HWY
153. If circumstances allow, passenger car traffic may be allowed to cross the railroad and
proceed south on HWY 393 to the 18 entrance. This option will be at the discretion of the officer
in charge. Normally no truck or semi-tractor traffic will be allowed to this option. Detoured traffic
shall be discouraged from turning south on 1st Ave in LaGrange and be encouraged to proceed to
HWY 153.

Officer Placement

1. 2 officers on |-71 to divert traffic. One or both officer should be equipped with a
traffic arrow in the emergency equipment.

2. 1 officer on HWY 146 to direct the traffic eastward on HWY 146.

3. 1 officer at the intersection of HWY 146 and N HWY 393 to direct traffic eastward
on HWY 146 and assist traffic flow through the traffic light.

4. 1 officer at the intersection of HWY 146 and S HWY 393 to direct traffic eastward
on HWY 146 and discourage traffic from traveling south on HWY 393.]

5. 2 officers at the intersection of 13t & Jefferson, (HWY 146 & HWY 53) in
LaGrange to direct traffic eastward on HWY 146 and discourage traffic from
traveling south on 1st Ave. (HWY 53).

6. 1 officer at the intersection of HWY 146 & HWY 153 to direct traffic north on
HWY 153 to the northbound entrance ramp.

Signage Required

1. Programmable sign on interstate to assist officers.

2. Static sign at the base of the ramp to assist the officer directing
traffic.

3. Static sign at HWY 146 & HWY 393 N to direct traffic eastward
on HWY 146.

4. Static sign's) at HWY & HWY 393 S to direct traffic eastward on
HWY 146.

5. Static sign's) at 15t & Jefferson (HWY 146 & HWY 53) to direct
traffic eastward on HWY 146.

6. Static sign at HWY 146 & HWY 153 to direct traffic northward on
HWY 153.

Reallocation Considerations

If the closure is part of a long-term closure, officers may be released and reassigned to other
tasks once traffic has been cleared from the interstate. KY DOT personnel may relieve or assist
any officers at the any of the intersections.

Traffic Flow Patterns
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Closing 171 Southbound at Exit 17

Primary Traffic Flow




The primary traffic flow shall be westbound on HWY 146 from 171 to HWY 329 Bypass. The traffic
then shall be directed north along the Bypass to 171 at the 14 entrance.

Officer Placement

1. 2 officers on I-71 to divert traffic. One or both officers should be
equipped with a traffic arrow in the emergency equipment.

2. 1 officer on HWY 146 to direct the traffic westward on HWY 146.

3. 2 officers at the intersection of HWY 146 and HWY 329 Bypass
to direct traffic northward on the Bypass.

4. 1 officer at the intersection of HWY 329 & 171 to assist traffic
onto I71.

Signage Required

—_

Programmable sign on interstate to assist officers.

2. Static sign at the base of the ramp to assist the officer directing
traffic.

3. Static sign on HWY 146 to assist traffic westward.

4. Static sign's) on HWY 146 at HWY 329 Bypass to direct traffic
north on the Bypass.

5. Static sign's) on the Bypass to assist traffic northward toward

171.

Reallocation Considerations

If the closure is part of a long-term closure, officers may be released and reassigned to other
tasks once traffic has been cleared from the interstate. KY DOT personnel may relieve or assist
any officers at the any of the intersections.

Traffic Flow Patterns
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Closing 171 Northbound at the 18 Exit

Primary Traffic Flow



The primary traffic flow shall be northward on HWY 393 from 171 to Industrial Rd. Traffic shall
then be directed eastward on Industrial Rd to Parker Dr. Traffic shall then be directed along
Parker Dr. to 13t Ave. (HWY 53). Traffic shall then be directed south on 15t Ave to 171. If this route
is not available, traffic shall be taken off at the 17 exit northbound and the appropriate plan for
that exit be used.

Officer Placement

1. 2 officers on I-71 to divert traffic. One or both officers should be
equipped with a traffic arrow in the emergency equipment.

1 officer at the base of the ramp.

1 officer at the intersection of HWY 393 & Industrial Rd.

1 officer at Parker Dr. & 15t Ave.

1 officer at 15t Ave & Crystal Dr.

1 officer at 15t Ave & I71.
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Signage Requirements

Programmable sign on interstate to assist officers.

Static sign at the base of the ramp to assist the officer directing traffic.

Static sign at the intersection of HWY 393 & Industrial Rd. directing the traffic

eastward on Industrial Rd.

4. Static sign at the intersection of Industrial Rd. & Parker Dr. directing traffic
northward on Parker Dr.

5. Static sign at the intersection of Parker Dr. & Crystal Dr. directing the traffic
eastward toward 15t Ave on Parker Dr.

6. Static sign at the intersection of Parker Dr. & 15t Ave. directing traffic south on 1st

Ave toward 171.
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Reallocation Considerations

If the closure is part of a long-term closure, officers may be released and reassigned to other
tasks once traffic has been cleared from the interstate. KY DOT personnel may relieve or assist
any officers at the any of the intersections.

Traffic Flow Patterns
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Closing 1-71 Southbound at the 18 Exit

Primary Traffic Pattern



The primary traffic pattern shall be north on HWY 393 from 171 to HWY 146. Traffic shall then be
directed westward on HWY 146 to 171 at the 17 entrance ramp. This closure should only be used
in very temporary situations or to clear traffic already blocked on the Interstate.

Officer Placement

1. 2 officers on |-71 to divert traffic. One or both officer should be equipped with a
traffic arrow in the emergency equipment.

2. 1 officer at the base of the ramp.

3. 1 officer at the intersection of HWY 146 & HWY 393 S.

4. 1 officer at the intersection of HWY 146 & HWY 393 N.

Signage Requirements

Programmable sign on interstate to assist officers.

Static sign at the base of the ramp to assist the officer directing traffic.

Static signs at and just south of the intersection of HWY 146 & HWY 393 S
directing traffic westward on HWY 146.

Static sign at HWY 146 & HWY 393 N directing traffic westward on HWY 146.
Static sign at HWY 146 & Cedar Point Road directing traffic westward on HWY
146.
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Reallocation Considerations

If the closure is part of a long-term closure, officers may be released and reassigned to other
tasks once traffic has been cleared from the interstate. KY DOT personnel may relieve or assist
any officers at the any of the intersections.

Traffic Flow Patterns
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Closing 1-71 Northbound at the 22 EXxit

Primary Traffic Pattern



The primary traffic pattern shall be north along 15t Ave. (HWY 53) from 171 to HWY 146.
Passenger car traffic may be directed eastward on Jefferson St. (HWY 146), truck traffic shall be
directed northward on 1t Ave. (HWY 146) to HWY 42. Traffic shall then be directed eastward on
HWY 42 to HWY 153. Traffic shall then be directed south on HWY 153 to 171.

Note: This option if only for very temporary closures or to take traffic already blocked on the
Interstate. Any other type of closure should be made at the 17 Exit and the appropriate plan
followed.

Officer Placement

1. 2 officers on |-71 to divert traffic. One or both officer should be equipped with a
traffic arrow in the emergency equipment.

1 officer at the base of the ramp.

1 officer at 15t & Crystal.

1 officer at 15t & Main.

1 officer at 15t & Jefferson St. (HWY 146 & HWY 53)

1 officer at HWY 42 & HWY 53.

1 officer at HWY 153 & HWY 42.

Nogakrwod

Signage Requirements

Because this option will only be a very short term option, extensive sign placement will not be
practical. Permanent signs indicating path(s) to I-71 would assist in this situation. Cones would
need to be placed on 13t just south of Main, reducing traffic to the left lane to encourage truck
traffic to proceed north on 15t Ave.

Reallocation Considerations

If the closure is part of a long-term closure, officers may be released and reassigned to other
tasks once traffic has been cleared from the interstate. KY DOT personnel may relieve or assist
any officers at the any of the intersections.

Traffic Flow Patterns
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Closing 171 Southbound at the 22 Exit

Primary Traffic Patterns



The primary traffic pattern shall be north on 15t Ave. (HWY 53) to Parker Dr. Traffic shall then be
directed westward on Parker Dr. to Industrial Rd. Traffic shall then be directed westward on
Industrial Rd. to HWY 393. Traffic shall then be directed south on HWY 393 to 171 at the 18
entrance. This option is for very temporary situations or traffic already blocked on the interstate.
Any significant closure shall require closure at HWY 153 and the appropriate plan be used.

Officer Placement

1. 2 officers on |-71 to divert traffic. One or both officer should be equipped with a
traffic arrow in the emergency equipment.

1 officer at the base of the ramp.

1 officer at 1st & Crystal.

2 officers at 15t Ave & Parker Dr.

1 officer at Parker Dr & Industrial Rd.

1 officer at Industrial Rd & HWY 393.
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Signage Requirements
Since this is a temporary option, sign placement is not an option.
Reallocation Considerations

If the closure is part of a long-term closure, officers may be released and reassigned to other
tasks once traffic has been cleared from the interstate. KY DOT personnel may relieve or assist
any officers at the any of the intersections.

(@]
o Traffic Flow Patterns
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Lists of Contacts:
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Oldham County Dispatch 502-222-0111

Oldham County Police Department

Oldham County Sheriff

LaGrange Police Department

Oldham County Fire and EMS Departments

Kentucky State Police — LaGrange 502-532-6363

Henry County EMA, Fire and EMS Departments

Kentucky Department of Transportation — Oldham County 502-222-9009

Billy Elder — Foreman (Pager) 877-350-8748
Mary Ann Bond - District Engineer 502-262-2663 (Cell) 502-550-9453

Kentucky Vehicle Enforcement 800-928-2402
TRIMARC 502-587-6624

Fax 502-587-6645

Jack Nevin 502-968-3024

Todd Hood 270-300-4050

Rodney Cline 800-492-1471

Primary contact for Cincinnati signs as well as Louisville

Kentucky Emergency Management — Frankfort 800-255-2587
Louisville Metropolitan Police Department 502-574-3759

Jefferson County Fire and EMS Departments 502-574-3759
Jefferson County Sheriff 502-574-5471
Prospect Police 502-574-5471
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